
Pool/Spa

Pools and spas do leak, but without specialized equipment this may be impossible to confirm. However, it 
could become apparent from secondary evidence during our inspection, which is purely visual. 
Regardless, the owner or the occupant of a property would be aware that the water level drops regularly 
and must be topped off, and this should be disclosed. Unusually high water bills could reveal this, but 
only a pressure test of the pipes, a dye test of cracks, or a geo-phone test of specific areas would confirm 
it, and any such specialized test is beyond the scope of our service. Therefore, you should ask the sellers 
to guarantee that the spa does not leak, request to review the water bills for a twelve-month period, or 
obtain comprehensive insurance to cover such an eventuality. 

Pool Only

General Comments

Informational Conditions

The interior finish of pools is rarely perfect and never remains so, and particularly those on pools with colored
plasters, and certainly if the chemical balance of the water is not properly maintained. Also, calcium and other
minerals  does  leech  through  the  material  and  mar  the  finish.  This  is  equally  true  of  pool  tiles,  on  which
mineral scaling is not only common but difficult to remove. Even the harshest abrasives will not remove some
scaling, which sometimes has to be removed by bead-blasting, which in turn reduces the luster of the  tiles.
However, such imperfections have only a cosmetic significance. Similarly,  the decks around pools and spas
tend to develop cracks that have only a cosmetic significance. The commonest are relatively small, and are
often described as being curing fractures. Some of these will  contour the outline of the pool, or  the point  at
which  the  bond  beam,  or  structural  wall  of  the  pool,  meets  the  surrounding  soil.  These  too  have  little
structural  significance,  but  some cracks  are  larger  and  result  from  seismic  motion,  or  from  settling  due  to
poorly compacted  soils, or  they  confirm the  presence of  expansive soils, which  can be equally  destructive,
but which should be confirmed by a geo-structural engineer. However, any crack in the shell of a pool or spa
should be dye-tested or otherwise evaluated by a specialist.

Enclosure Safety Observations

Informational Conditions

The pool  enclosure  is  in  compliance  with  common  safety  standards,  which  typically  mandate  a  forty-eight
inch enclosure, measured on the side away from the water, so that a toddler could not simply push open an
unlatched gate.
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Pool Observations

Informational Conditions

The pool is reasonably level, as is evident from the water line on the tiles.

Interior Finish

Informational Conditions

The interior  finish is  Pebble-tec,  which  is  in acceptable condition. Pebble-tec is  a  popular and durable  pool
finish, because it can be exposed to air, and is commonly installed without tiles.

Deck & Coping Stones

Components and Conditions Needing Service

The deck has an open gap under the right side creen door that needs service.  It appears that some fill  dirt
has washed away under the decking and has left a gap which should be concreted to add support. 

Expansion Joint

Informational Conditions

The expansion joint is in good condition.
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Tiles

Functional Components and Conditions

The tiles are in acceptable condition, but  can eventually become degraded by mineral deposits that leave  a
film on their surface and reduce their luster.

Pool Motor

Informational Conditions

The pool motor is a newer type and functional, with a plastic casing

Supply & Return Lines Etc

Functional Components and Conditions

The supply lines, return lines, and valves are in acceptable condition.

Filter

Functional Components and Conditions

The pool filter is functional.

Heater

Informational Conditions

We do not test pool heaters as part of the inspection prcess. A pool specialist should be contracted to start up
and maintain these types of systems.
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